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Note: There is no key structural process modification or major layout adjustment. Only the product process or reliability changes and iterations, the company will not initiate changes to the outside world, and thespecific items will prevail.
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2.5, #EOMEESE (Interface)
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2.6. ThEHEtE (Memory)
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2.7, ZRMIMEZIF (System & Peripherals)

BSE (AS-System) /AGUS (BRiA. default)
(ystem)
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(Peripheral)  Resistance touch screen, Buzzer RTC

2.8, GEMYWERT (Packing Capacity & Dimension)
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3, &R (Product Dimension)

ppe
E

s

s
502

104 i,
2okt 42030

3 BB RE R,
- S RBER A R BRK S, KB LR EAN .





image11.png
SEHIBHMRINAE (Disclaimer and Copyright)
AXPHIEE, WEEE, BASTEA,
Information in this article is subject to change without notice.
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= WEERECNIIRGER, FRRREISE, QEERA R EE B ET TR TR
. ARSI R S e S T LR e, e Ry PRy el,

‘The document provides "as it* and is not responsible for any warranty liability, including any security
for merchantability, applicable to a particular purpose or non-tort, and any proposal, specification or
sample mentioned elsewhere. This document is not responsible for any kind, including any patent
infringement arising from the use of the information in this document. This document does not hereby
grant any intellectual property use license, express or implied, either by estoppel or otherwise.

SCRIRRIRFTARTINGTR, MR RS ERTE AN, I,

Itis hereby stated that all trademarks, trademarks and registered trademarks mentioned herein are
the property of the names of their respective owners.
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company based on Nuvoton N32903 chip, which can be equipped with Instruction-set or AGUS system.
Users can quickly implement the display functions on the product, such as dial clock, icon variables, art

words, display, curve display, list display, text display, etc; and easily realize the touch function, such as

data text entry, key value return, incremental adjustment, pop-up menu, etc.

&
H

3

i

i RSS2 EEAERAORE, (R I ZRAIRIEERNEEAR, ARATSNEEEE, B
I o ey Ty




image2.png
1.1, =245t (Features and benefits)

SOFIESERS. AGUSES

Support Instruction-set or AGUS system

S7AFRS232/TTL/CMOSIB(SEET, BoAuRISE£921600bps

Support R$232/TTL/CMOS, the max baud rate is 921600bps

151 28RWAVISRATESREH

Supports audio output in a 128's WAV format

SIPGRERS, IR

Support JPG decoding which makes storage more efficient and display quicker
Support offline batch download through SD-Card, which improves download efficiency and reduce
requirements for operators;

SRR HEMSRRRFTRE,

Support backlight brightness adjustment and automatic standby screen saver function;
HISEES, . THREETR

Support multi-language font library, picture, QR code display;

OFRRSHBESG\, TEHRETE;

Support number and English input, customizable keyboard interface;

2%50°, 90°, 180° 270°TR, AILURIEIRARE

Support 90 degrees, 180 degrees, 270 degrees screen rotation, adjustable visual angle;
BT EFONCGTERE, FEEREREE,

Easy-to-use JX GUIs Development, no coding skills required;

FoRGEhNEETE], BEREET;

Instant operation when power on without system load time;
BUFHOSRINS., SRAEST, AR, B
Excellent electromagnetic compatibility characteristics.
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1.2, iZRA%E (Applications)

FZRATIVEML, B, BE WE Br. 28 OE 4L 28 85 R ae AHE
Sis, Hasen, EhE, MENS. SRl BhET. EhRe. $ERESRHNTUARE,

Itis widely used in dozens of industries and fields, such as industrial automation, electricity,
telecommunications, environmental protection, medical treatment, finance, petroleum, chemical,
transportation, energy, geology, metallurgy, public inquiry and monitoring, intelligent home appliances,
transit track, data rooms, charging piles, power medicine, national security and security, shared

equipment.

2, FEHE (Product description)

2.1, #RBISFE (Ordering information)

FERE FERAB L
(Type number) (Numer) (Deseription)
'AGOS0YCAOTN 1Gbits, FREAGUSELE (the AGUS System)

AGOS0YCAOTR
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2.2, BRIEEESHE (Display)
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(Color)
REAR
TN, TFT-LCD
(Panel Type)
ARAE EENA. #RE70°/70°/507/70° (L/R/U/D)
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EFRT (AA)
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(Active Area(A.A))
WE EILLREAR0°/90°/180°/270° BRE
800 x RGB x 480 pixel
(Resolution) Support 0°/90°/180°/270%rotated display
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(Backlight) 2 10000H ( Continuous working with maximum
brightness, time of brightness halves)
300 nit RS TA & FEHT6e4 RRERT.
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250 nit With the touch
Tess

25000
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R RET305 SRL LA R ERRARERS R RS, RIS RRRRIAE,

Note: If the high contrast static display exceeds 30 minutes or more may cause LCD screen residual, it is

recommended to increase the screensaver to avoid this problem.

2.3, H@ftEESE (Voltage & Current)

25 RS BME RE BAE L
(Item) (Conditions) (Min) (Type) (Max) (Unit)
TfemiE
— +5 +5 +56 v
(Power)

VCC=+5V, BXREER

— 450 — mA
ToemE VCC=+5V, Backlight on
(Current) VCC=+5V, BHEEEE

— 260 — mA

VCC=+5V, Backiight off

SR SRSV 1ABERME

Note: Recommended Power Supply +5V 1A DC
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2.4, TIERBHAEMESH (Reliab

28 RS BME HRE BAE L
(item) (Conditions) (Min) (Type) (Max) (Unit)
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